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Installing Classic/Colonial Balusters

If your having your deck built or doing it yourself, deck 
building requires planning and forethought. Even the 

best deck plans can get off to a bad start if you don�t 
understand how your deck construction components �t 
together. At Deckorators, we understand how our decorative 
balusters integrate with deck rail construction. We have 
created special connection products to make installing our 
balusters quick and easy. Three easy steps can get your 
deck rail up and looking good within just a few moments. 

Check your supply of 2 x 4 lumber and manufactured 
aluminum DecKorators Classic or Colonial balusters and 
connectors needed to start assembling your deck rails.

STEPS

STEP 1  |  Measure & Cut
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STEP 2  |  Determine Openings
Sandwich the rails together 
for accurate marking of 
DecKorators baluster 
location. Mark the center 
of the board, then mark 
the board 4-1/2 inches on 
center, from the center mark 
out to the ends. This will 
leave a 3-3/4 inch opening 
between the balusters.

STEP 3  |  Baluster Connectors
Install convenient 
Deckorators baluster 
connectors, using the 
stainless steel screws 
provided. Using a cordless 
drill, screw connectors in 
place on each mark. 

Apply silicone caulk on 
each connector to prevent 
balusters from turning or 
rattling after installation is 
complete. The caulk should 
be on the outside of the 
connector, where the baluster 
will make contact with the 
connector�s outer edge.

Avoid direct contact 
between treated lumber 
and aluminum balusters 
with Deckorators baluster 
connectors to prevent 
corrosion.

Measure deck railing 
openings from post to post 
to determine the length of 
each baluster rail section. 

Cut top and bottom rails 
to length from your 2 x 4 
lumber.

For more information, contact us at:
1.800.332.5724 � email: Sales@DecKorators.com
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