
TYPICAL REPAIR METHOD

FOR

ACCIDENTALLY CUT JOIST'S END

SITUATION BEFORE REPAIR

PART OF WEB TO BE CUT OFF
TO ALLOW NEW 2x6 END BLOCK

MIN. 7/16" x 4'-0" OSB OR PLYWOOD WITH 
FACE GRAIN IN HORIZONTAL POSITION, 
GLUED* AND NAILED TO BOTH SIDES OF 
WEBS WITH 2" NAILS AT 4" O.C.

*BULLDOG GRIP PL PREMIUM GLUE OR EQUIVALENT:

WATERPROOF GLUE WITH A SHEAR STRENGTH

GREATER THAN 540 PSI.

2x6 BLOCK 2 - 3 1/2" NAILS ON BOTH ENDS OF 2x6



TYPICAL REPAIR METHOD

FOR

ACCIDENTALLY CUT TOP CHORD

SITUATION BEFORE REPAIR

CUT TOP CHORD

2x4x6'-0" (SEE GRADE TABLE) GLUED* 
AND NAILED TO BOTH SIDES WITH 
3 1/2" NAILS AT 4" O.C.

*BULLDOG GRIP PL PREMIUM GLUE

OR EQUIVALENT: WATERPROOF

GLUE WITH A SHEAR STRENGTH

2x BLOCK GLUED* AND NAILED

GREATER THAN 540 PSI.

GRADE TABLE

GRADE OF

OPEN JOIST 2x4 LUMBER

MIN. GRADE OF

SPF #1/#2

SPF 2100F 1.8E

SPF 2400F 2.0E SPF SS or SPF 1450F 1.3E or SYP #2

SPF #1/#2 or SYP #3

SPF #1/#2 or SYP #3



TYPICAL REPAIR METHOD

FOR

ACCIDENTALLY CUT BOTTOM CHORD

SITUATION BEFORE REPAIR

CUT BOTTOM CHORD

2x4x6'-0" (SEE GRADE TABLE) GLUED* 
AND NAILED TO BOTH SIDES WITH 
3 1/2" NAILS AT 4" O.C.

*BULLDOG GRIP PL PREMIUM GLUE

OR EQUIVALENT: WATERPROOF

GLUE WITH A SHEAR STRENGTH

2x BLOCK GLUED* AND NAILED

GREATER THAN 540 PSI.

GRADE TABLE

GRADE OF

OPEN JOIST 2x4 LUMBER

MIN. GRADE OF

SPF #1/#2

SPF 2100F 1.8E

SPF 2400F 2.0E SPF 1650F 1.5E or SYP Non-Dense SS

SPF SS or SPF 1450F 1.3E or SYP #1

SPF #1/#2 or SYP #2



TYPICAL REPAIR METHOD

FOR

ACCIDENTALLY CUT TOP CHORD AND WEB MEMBER

SITUATION BEFORE REPAIR

CUT TOP CHORD

2x4x6'-0" (SEE GRADE TABLE) GLUED* AND NAILED 
TO BOTH SIDES  WITH 3 1/2" NAILS AT 4" O.C.

*BULLDOG GRIP PL PREMIUM GLUE

OR EQUIVALENT: WATERPROOF

GLUE WITH A SHEAR STRENGTH

2x BLOCK
GLUED* AND NAILED

GREATER THAN 540 PSI.

GRADE TABLE

GRADE OF

OPEN JOIST 2x4 LUMBER

MIN. GRADE OF

SPF #1/#2

SPF 2100F 1.8E

SPF 2400F 2.0E SPF SS or SPF 1450F 1.3E or SYP #2

SPF #1/#2 or SYP #3

SPF #1/#2 or SYP #3

ELIMINATE VERTICAL

2x6 BLOCK
2x BLOCK 
GLUED* AND NAILED

2 - 3 1/2" NAILS ON BOTH ENDS OF 2x6

MIN. 7/16" x 4'-0" OSB OR PLYWOOD WITH FACE GRAIN

IN HORIZONTAL POSITION, GLUED* AND NAILED TO BOTH

SIDES OF WEBS WITH 2" NAILS AT 4" O.C.



TYPICAL REPAIR METHOD

FOR

ACCIDENTALLY CUT BOTTOM CHORD AND WEB MEMBER

SITUATION BEFORE REPAIR

CUT BOTTOM CHORD AND WEB

2x4x6'-0" (SEE GRADE TABLE) GLUED* 
AND NAILED TO BOTH SIDES WITH 
3 1/2" NAILS AT 4" O.C.

*BULLDOG GRIP PL PREMIUM GLUE

OR EQUIVALENT: WATERPROOF

GLUE WITH A SHEAR STRENGTH

2x BLOCK GLUED* AND NAILED

GREATER THAN 540 PSI.

GRADE TABLE

GRADE OF

OPEN JOIST 2x4 LUMBER

MIN. GRADE OF

SPF #1/#2

SPF 2100F 1.8E

SPF 2400F 2.0E SPF 1650F 1.5E or SYP Non-Dense SS

SPF SS or SPF 1450F 1.3E or SYP #1

SPF #1/#2 or SYP #2

MIN. 7/16" x 4'-0" OSB OR PLYWOOD 
WITH FACE GRAIN IN HORIZONTAL
POSITION, GLUED* AND NAILED 
TO BOTH SIDES  OF WEBS WITH 
2" NAILS AT 4" O.C.



TYPICAL REPAIR METHOD

FOR

ACCIDENTALLY CUT OR BROKEN WEB

SITUATION BEFORE REPAIR

CUT OR BROKEN WEB

MIN. 7/16" x 2'-0" OSB OR PLYWOOD WITH FACE 
GRAIN IN HORIZONTAL POSITION, GLUED*
AND NAILED TO BOTH SIDES OF TOP AND
BOTTOM CHORDS WITH 2 1/2" NAILS AT 6" O.C.

*BULLDOG GRIP PL PREMIUM GLUE OR EQUIVALENT:

WATERPROOF GLUE WITH A SHEAR STRENGTH

GREATER THAN 540 PSI.



TYPICAL REPAIR METHOD

FOR

ACCIDENTALLY GROOVED TOP CHORD

SITUATION BEFORE REPAIR

GROOVED TOP CHORD

2x4x6'-0" (SEE GRADE TABLE) GLUED* 
AND NAILED TO ONE SIDE  WITH 3 1/2" 
NAILS AT 4" O.C.

*BULLDOG GRIP PL PREMIUM GLUE

OR EQUIVALENT: WATERPROOF

GLUE WITH A SHEAR STRENGTH

2x BLOCK GLUED* AND NAILED

GREATER THAN 540 PSI.

GRADE TABLE

GRADE OF

OPEN JOIST 2x4 LUMBER

MIN. GRADE OF

SPF #1/#2

SPF 2100F 1.8E

SPF 2400F 2.0E SPF SS or SPF 1450F 1.3E or SYP #2

SPF #1/#2 or SYP #3

SPF #1/#2 or SYP #3

b MAX. b / 2

TOP VIEW



b

TYPICAL REPAIR METHOD

FOR ACCIDENTALLY

GROOVED TOP CHORD (CRITICAL SHEAR AREA)

TOP VIEW

SITUATION BEFORE REPAIRMAX b/2

GROOVED TOP CHORD

2’X4’X6’-0” SPF #1/#2 OR SYP #2 GLUED* 
AND NAILED TO ONE SIDE WITH 3-1/2” 
NAIL AT 4” O.C.

2X BLOCK GLUED* AND 
NAILED

*BULLDOG GRIP PL PREMIUM GLUE OR EQUIVALENT:

WATERPROOF GLUE WITH A SHEAR STRENGTH 

GREATER THAN 540 PSI.



TYPICAL REPAIR METHOD

FOR

ACCIDENTALLY GROOVED BOTTOM CHORD

SITUATION BEFORE REPAIRGROOVED BOTTOM CHORD

2x4x6'-0" (SEE GRADE TABLE) GLUED* 
AND NAILED TO ONE SIDE  WITH 3 1/2" 
NAILS AT 4" O.C.

*BULLDOG GRIP PL PREMIUM GLUE

OR EQUIVALENT: WATERPROOF

GLUE WITH A SHEAR STRENGTH

2x BLOCK GLUED* AND NAILED

GREATER THAN 540 PSI.

GRADE TABLE

GRADE OF

OPEN JOIST 2x4 LUMBER

MIN. GRADE OF

SPF #1/#2

SPF 2100F 1.8E

SPF 2400F 2.0E SPF 1650F 1.5E or SYP Non-Dense SS

SPF #1/#2 or SYP #2

b

MAX. b / 2

BOTTOM VIEW

SPF SS or SPF 1450F 1.3E or SYP #1


